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REF COLOUR
METRIC
MIN-MAX

CHANNEL
(mm)

LOAD Kg
MIN-MAX

SE-F/RAPID GM 60VDS2 6 - 8 60 3 - 25

F/RAPID GM 60 V DS2F/RAPID GM 60 V DS2

F/RAPID GM 60 V DS2 is a high quality acoustic RUBBER hanger. It 
is devised to provide quality and performance to any given acoustic 
system. It is used in the installation of acoustic ceiling with galvanized 
steel channels such as TC60, RIGI 60, MAESTRA 60/27 or similar.

SE-F/RAPID GM 60 V DS2 is a renewed acoustic hanger. Its design 
allows the acoustic hanger to be easily converted into the most safe 
channel connector on the market. This design provides the 
opportuni- ty to fix the framework on the ceiling channels firstly 
and then put the rubber part. In this way, the leveling is faster 
and easier.

Our engineers work every day to offer new future alternatives.

ACOUSTIC RUBBER HANGER WITH DOUBLE
LOCKING DEVICE

Steel framework with an opening made according to 
the Standard EN 10204/DIN50049 / ISO404.

RUBBER: 

KRAIBURG-TPE 
(tested according to the 
Standard UNE-EN ISO 
10846-1:2009).
Resonance frequency: 
7-15 Hz.

P.T. 201531555 (1)
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TÍTULO

DIMENSIONES
UNIDADES

mm
TAMAÑO

A2
ESCALA

2:1

ÚLTIMA ACTUALIZACIÓN

04/24/23
HOJA

1 / 1
SISTEMA EUROPEO

POLYMER KRAIBURG-TPE 
TC-4/GPN.

COLOUR: GREEN  
MINIMUM LOAD: 3 kg  
MAXIMUM LOAD: 25 kg 

DS2  
Breaking point: >250Kg .

Excellent performance! 
It is the perfect hanger for acoustic 
ceilings
Get ride of noises!

Notice: Available 
metrics:

 *Metric 6.
 *Metric 8.
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DEFORMATION Test  

LOAD
(Kg)

DEFORMATION

(mm)
RESONANCE F 

(Hz)
SWEEP

(mm)
% SOUNDPROOFING 

(mm)

3 2,1 14,25 25 51,8750 91,16

8 4,0 9,75 25 82,0650 96,05

14 5,4 8,85 25 85,6750 96,77

Results: Axial compression

Date: 10 Abril. 2023
Failure mode: This hanger exceeds the elastic limit of the ceiling channel by reaching 246,20 Kg. In this case, the load line goes 
down reaching 10,80 Kg. The burst test is concluded. It strictly complies with the Standard UNE-EN 13964:2016/A1. 

UNE-EN ISO 10846-1:2009
Vibrations and acoustic
Acoustics and vibrations. Laboratory measurement of vibro-acoustic transfer pro-
perties of the elastic elements.
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 LABORATORY Test 
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LOAD
(Kg)

DEFORMATION

(mm)
RESONANCE F

(Hz)
SWEEP

(mm)
% SOUNDPROOFING

(mm)

19 6,8 7,80 25 89,2250 97,51

24 8,2 7,50 25 90,1150 97,70

30 11,1 8,75 25 86,0450 96,84

Results: axial compression
 

Data sheet
 

 

 TC4GPN (GP/FG Series)   
  THERMOLAST® K

 

 Product properties
 

 Name
 

 TC4GPN
 

 Series
 

 GP/FG
 

 Colour / RAL DESIGN
 

 Natural
 

 Mechanical properties
 

 Hardness
 

 39  +-  5  ShoreA

 

 DIN ISO 7619-1
 

 Density
 

 1.100 g/cm3
 

 DIN EN ISO 1183-1
 

 Tensile strength  1
 

 6.5 MPa
 

 DIN 53504/ISO 37
 

 Elongation at break 1
 

 800 %
 

 DIN 53504/ISO 37
 

 Tear resistance
 

 14.0 N/mm
 

 ISO 34-1 Methode B (b)(Graves)
 

 CS 72 h/23 °C
 

 12 %
 

 DIN ISO 815-1 Method A
 

 CS 24 h/70 °C
 

 23 %
 

 DIN ISO 815-1 Method A
 

 CS 24 h/100 °C
 

 59 %
 

 DIN ISO 815-1 Method A
 

1 Deviating from ISO 37 standard test piece S2 is tedted with a traverse speed of 200 mm/mi. 
 
All values published in this data sheet are rounded average values. 
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 Installation GUIDE 

Step 1.
Insert the rubber GM PLUS in the 
threaded rod. This rubber has a 
patented gripping system to put it 
in the desired position.

Step 2.
Level the ceiling by using the 
bowl shaped piece and 
leveling machine.

Step 3.
Insert the metal frame
F/RAPID in the ceiling 
channel. Step 4.

Connect the ceiling channel and 
metal frame with the rubber 
GM PLUS.
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 SENOR certifies 
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MODEL F/RAPID GM/DS
SENOR reserves the right to make changes in specifications at any time without prior notice. It is a responsibility of the user 
to use the latest and updated version of the product data sheet. A copy of which will be available on request.
A copy of which will be available on request. 

EC DECLARATION OF CONFORMITY
(CONSTRUCTION PRODUCTS DIRECTIVE 89/106/CEE)

DECLARACIÓN DE CONFORMIDAD 
(DIRECTIVA 89/106/CEE SOBRE LOS PRODUCTOS DE CONSTRUCCIÓN)

SUSPENSIONES ELÁSTICAS DEL NORTE, S.L. (SENOR)
P.I. El Garrotal, Parcela 10, módulo 5 14700 Palma del Río (CÓRDOBA) España (SPAIN)

DECLARES UNDER HIS RESPONSIBILITY THAT THE FOLLOWING COMPONENTS FOR SUSPENDED CEILING USED FOR 
INTERIOR APPLICATIONS: DECLARA BAJO SU RESPONSABILIDAD QUE LOS SIGUIENTES COMPONENTES DE 

SUB-ESTRUCTURA DE TECHO SUSPENDIDO PARA EMPLEO EN INTERIORES DE EDIFICIOS

MODEL / MODELO: F/RAPID GM 60 DS2                                                       METRIC / MÉTRICA: 6 and 8
                                                                                                                  PROFILE / PERFIL: 60 mm

REFERENCES / REFERENCIAS:
SE-F/RAPID GM 60 V DS2- M6; SE-F/RAPID GM 60 V DS2- M8

MEET THE REQUIREMENTS OF THE STANDARD;                                                             UNE-EN 13964:2016/A1                                                
CUMPLE LOS REQUISITOS DE LA NORMA;                                                                            UNE-EN 13964:2016/A1   

APPLICATIONS;                                                 TO BE USED IN THE INSTALLATION OF ACOUSTIC CEILING 
APLICACIONES                                                      PARA USO EN LA INSTALACIÓN DE FALSOS TECHOS ACÚSTICOS

ISSUED ON;                                                    May 15, 2023
FECHA DE EMISIÓN:                                         15 Mayo 2023

RE:DCE 002-ver 1                                                                                                     MANAGING DIRECTOR / GERENTE


